PLUMBING LEGEND:

1. MINIMUM SEWAGE PIPE SIZE SHALL BE AS FOLLOWS:

2. THE INVERT OF THE INLET PIPE OF A SEPTIC TANK SHALL BE AT A LEVEL NOT LESS THAN 50.8mm (2") ABOVE THE INVERT OF THE OUTLET PIPE.

3. ALL FIXTURES SHALL BE INDIVIDUALLY VENTED.

4. SHOWER DRAIN VALVE SHALL BE POLYETHYLENE CALIBER PVC PIPE SERIES 1000 OR APPROVED EQUAL.

5. CHECK VALVES SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

6. FITTINGS SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

7. MATERIAL SHALL BE CONCRETE DRAIN PIPE (CDP) TONGUE AND GROOVE, MORTAR JOINTS, REINFORCED.

8. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

9. ALL DOWNSPOUTS INSTALLATION WILL BE IN ACCORDANCE WITH NELTEX, “ATLANTA” BRAND OR APPROVED EQUAL.

10. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

11. ALL DOWNSPOUTS INSTALLATION WILL BE IN ACCORDANCE WITH NELTEX, “ATLANTA” BRAND OR APPROVED EQUAL.

12. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

13. WATER METER "WAVIN EKOPLASTIK" BRAND OR APPROVED EQUAL.

14. FITTINGS SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

15. ALL PIPES SHALL BE POLYETHYLENE CALIBER PVC PIPE SERIES 1000 OR APPROVED EQUAL.

16. FITTINGS SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

17. MATERIAL SHALL BE CONCRETE DRAIN PIPE (CDP) TONGUE AND GROOVE, MORTAR JOINTS, REINFORCED.

18. ALL PIPES SHALL BE POLYETHYLENE CALIBER PVC PIPE SERIES 1000 OR APPROVED EQUAL.

19. FITTINGS SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

20. MATERIAL SHALL BE CONCRETE DRAIN PIPE (CDP) TONGUE AND GROOVE, MORTAR JOINTS, REINFORCED.

21. ALL PIPES SHALL BE POLYETHYLENE CALIBER PVC PIPE SERIES 1000 OR APPROVED EQUAL.

22. FITTINGS SHALL BE SOLVENT CEMENT JOINT TO ASTM D2564.

23. MATERIAL SHALL BE CONCRETE DRAIN PIPE (CDP) TONGUE AND GROOVE, MORTAR JOINTS, REINFORCED.

24. ALL PIPES SHALL BE POLYETHYLENE CALIBER PVC PIPE SERIES 1000 OR APPROVED EQUAL.

25. FITTINGS SHALL BE SOLENT CEMENT JOINT TO ASTM D2564.

26. MATERIAL SHALL BE CONCRETE DRAIN PIPE (CDP) TONGUE AND GROOVE, MORTAR JOINTS, REINFORCED.

GENERAL NOTES AND SPECIFICATIONS:

1. IT IS NOT INTENDED THAT THE DRAWINGS SHALL LOOK EVERY PIPE FITTING, VALVE ARE INSTALLED ON ALL FIXTURES IN ALL DETAILS. SITE CONDITIONS MAY REQUIRE CHANGES IN THE PLANS AND SPECIFICATIONS.

2. ALL PLUMBING WORKS SHALL BE IN ACCORDANCE WITH THE PROVIDENT OF THE NATIONAL PLUMBING CODE OF THE PHILIPPINES. THE CONTRACTOR SHALL VERIFY ALL EXISTING UTILITIES AT THE SITE.

3. COORDINATE THE DRAWINGS WITH OTHER RELATED DRAWINGS AND SPECIFICATIONS. THE CONTRACTOR SHALL BE NOTIFIED IMMEDIATELY OF ANY DEVIATION FOUND THEREIN.

4. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

5. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

6. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

7. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

8. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

9. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

10. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

11. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

12. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

13. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

14. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

15. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

16. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

17. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

18. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

19. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

20. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

21. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

22. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

23. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

24. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

25. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.

26. ALL PIPES SHALL BE INSTALLED AS INDICATED ON PLANS. ANY REVISIONS REQUIRED FOR PROPER EXECUTION OF OTHER TRADES SHALL BE APPLIED WITHIN 24 HOURS OF NOTICE THEREOF.